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EASY TO LOAD FLATRACKS

TYPE 4 FLATRACKS
In-floor Lashing & Chocking
There are 4 cross floor lashings zones set into the base structure.
Each zone comprises a full width lashing tube, 2 chocking slots,
plus 6 hook bars.

Stanchions can be plugged into the chocking slots;
webbing and banding slip round the tube; while hooks
anchor to the bars.

All these features are additional to the standard side
and end lashing bars and stanchions.

TAKE A LOAD OFF YOUR MIND

OPEN TOPS
Flexibility and functionality merge in the design of our OPEN TOP specials,
and we have the world’s largest fleet at your disposal. Now there’s no need
to sacrifice convenience or compromise safety simply because your cargo
requires the leeway of an open-top container.

• Swing away/removable header rail at door opening for easy conventional
over-height loading

• High strength, damage-resistant top rails provide large top-opening and
interior dimensions

• Extremely manageable, removable roof bows and tarp-lashing system

• Low tare weight allows more cargo to be loaded per unit

• Cost-effective tarps to minimize replacement expense

• Corten steel construction with increased nickel, to reduce in-service
damages and repairs

• Very heavy duty floors, truck tested to 16,000 lbs. (1.3ISO)

FLATRACKS
Not everything fits neatly into a box. Our FLATRACK specials incorporate
the newest technology and safety features to accommodate easy loading
and unloading, and secure transporting of odd-shaped cargo.

• End walls are removable for direct-loading dock capability

• End walls convert to “Drive-On” ramps for wheeled vehicles

• Flush-fold flat racks make optimum use of space with minimal
deck interruption

• Cross-floor lashing and chocking for exceptional cargo securement
across deck

• 45mm super-duty floors, tested at 18,000 lbs. (1.5 ISO), “Ultrawood”
treated to eliminate rotting and other damage

• Corten steel crossmembers and end panels with increased nickel,
to reduce in-service damages and repairs

A Click Away via the Internet

Help for your shipping needs is also available on-line with Tradex®. Book your requests, get specs, check
inventory, and get technical help, all with the click of a mouse. Tradex® reduces the time it takes and the
money it costs to do business by incorporating easy-to-use, state-of-the-art technology into shipping. Try it
for yourself at www.talinternational.com.
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FLUSH W/
FLOOR CUTOUT

6MM

Collapsible Flush Folding – Type 4

FLUSH W/O
FLOOR CUTOUT

45MM

Collapsible Flush Folding – Type 9 & 10

(NOTE: TYPE 9 HAS SAME
SOLID DECK AS TYPE 10, BUT
END PANELS AS A TYPE 4)

OPEN TOP AND FLATRACK
SPECIALIZED CONTAINERS

SPECIAL CONTAINERS FOR AN IMPERFECT WORLD

• Solutions From an Experienced Market Leader •
• Flexible Leasing Options to Fit Your Unique Financial Situation •

• Global Presence •

CHOCKING SLOT

LASHING
TUBE

HOOK BAR
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FLATRACK NOMINAL SPECS*  
DIMENSION DESCRIPTION 20’ TYPE 4 20’ TYPE 10 40’ TYPE 4 40’ TYPE 9 40’ TYPE XL

COLLAPSIBLE/FLUSH FOLDING COLLAPSIBLE/FLUSH FOLDING COLLAPSIBLE/FLUSH FOLDING COLLAPSIBLE/FLUSH FOLDING COLLAPSIBLE/FLUSH FOLDING

L1 INSIDE LENGTH BETWEEN ENDWALL BRACES 5920mm 5968mm 12054mm 12088mm 12180mm
W2 INSIDE WIDTH BETWEEN POSTS 2227mm 2370mm 2227mm 2382mm 2210mm
H3 INSIDE HEIGHT AT POSTS 2233mm 2281mm 1955mm 2071mm 1955mm
H4 BASE HEIGHT AT POSTS 358mm 310mm 636mm 520mm 632mm
H5 COLLAPSED HEIGHT AT POSTS 370mm 370mm 648mm 579mm 648mm
L6 SIDE OPEN LENGTH AT FLOOR 5558mm 5532mm 11692mm 11666mm 11630mm
W7 DECK WIDTH 2208mm 2348mm 2380mm 2350mm 2374mm
L8 EXTERIOR LENGTH 6058mm 6058mm 12192mm 12192mm 12192mm
H9 EXTERIOR HEIGHT 2591mm 2591mm 2591mm 2591mm 2591mm
W10 EXTERIOR WIDTH 2438mm 2438mm 2438mm 2438mm 2438mm
W11 WIDTH BETWEEN STANCHIONS 2258mm 2158mm 2210mm 2130mm 2204mm
H12 CHAMBER AT CENTER 20mm 15mm 40mm 60mm 50mm

MAXIMUM GROSS WEIGHT 34,000 KGS 34,000 KGS 45,000 KGS 45,000 KGS 50,000 KGS
TARE 2,740 KGS 2,750 KGS 4,950 KGS 5,020 KGS 5,000 KGS, EST
PAYLOAD 31,260 KGS 31,250 KGS 40,050 KGS 39,980 KGS 45,000 KGS
END LASHING POINTS (QUANTITY) 2 2 2 2 2
SIDE LASHING POINTS (QUANTITY) 11 11 16 18 19
SIDE STAKE POCKETS (QUANTITY) 4 4 4 6 6
FORKLIFT POCKETS YES YES YES (EMPTY LIFT ONLY) YES (EMPTY LIFT ONLY) YES (EMPTY LIFT ONLY)

STACKABLE QUANTITY 7 PER 8’6” 7 PER 8’6” 4 PER 8’6” 5 PER 9’6” 4 PER 8’6”
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OB-05006 / TAL 6 panel Open Top Brochure  4/14/05 Client: Richard Cornwall 5/5/05 OB-05006 / TAL 6 panel Open Top Brochure  4/14/05 Client: Richard Cornwall  5/5/05 OB-05006 / TAL 6 panel Open Top Brochure  4/14/05 Client: Richard Cornwall  5/5/05

TAL 20’ OPEN TOPS
NOMINAL SPECIFICATIONS*

172mm
BASE HEIGHT

(Ground To
Top Of Floor) 

INTERNAL WIDTH:  2350mm
(Inside Face Of One
Side Panel To Inside

Face Of Other Side Panel)

INTERNAL LENGTH:  5895mm
(Inside face Of Front

Panel To Inside Faces
Of Rear Doors)

2342mm
DOOR OPENING

WIDTH

2279mm
DOOR OPENING

HEIGHT

2591mm
EXTERIOR

HEIGHT

1948mm

SWING/REMOVABLE HEADER

OPENING WIDTH

1868mmMIN. CLEAR WIDTHTOP HOLE

2250mm
OVERALL TOP HOLE WIDTH

(RAIL TO RAIL)

2438mmEXTERIOR WIDTH

5458mm

MIN. C
LEAR LENGTH TOP HOLE

5680mm

OVERALL TOP HOLE LENGTH  

6058mm

EXTERIOR LENGTH

REMOVABLE ROOF BOWS

FLOOR TO ROOF

2351mmBOW AT SIDE

FLOOR TO BOTTOM

2104mmOF TOP RAIL

MAXIMUM GROSS WEIGHT: ....30,480 KGS /67,200 LBS.
TARE WEIGHT: ........................2,250 KGS/4,960 LBS
PAYLOAD: ..............................28,230 KGS/62,440 LBS
LASHING: ................................3 PER POST; 5 PER RAIL
TARP:......................................18 OZ. PER SQUARE YARD/500 GRAMS PER SQUARE METER

WATER PROOF TARP WITH GALVANIZED GROMMETS

172mm
BASE HEIGHT

(Ground To
Top Of Floor) 

INTERNAL WIDTH:  2350mm
(Inside Face Of One
Side Panel To Inside

Face Of Other Side Panel)

INTERNAL LENGTH:  12028mm
(Inside face Of Front

Panel To Inside Faces
Of Rear Doors)

2342mm
DOOR OPENING

WIDTH

2279mm
DOOR OPENING

HEIGHT

1948mm

SWING/REMOVABLE HEADER

OPENING WIDTH

11592mm

MIN. C
LEAR LENGTH TOP HOLE

11814mm

OVERALL TOP HOLE LENGTH  

12192mm

EXTERIOR LENGTH

1868mmMIN. CLEAR WIDTHTOP HOLE

2230mm
OVERALL TOP HOLE WIDTH

(RAIL TO RAIL)

2438mmEXTERIOR WIDTH

2591mm
EXTERIOR

HEIGHT

REMOVABLE ROOF BOWS

FLOOR TO ROOF

2351mmBOW AT SIDE

OF TOP RAIL

2031mm
FLOOR TO BOTTOM

MAXIMUM GROSS WEIGHT: ....30,480 KGS/67,200 LBS.
TARE WEIGHT: ........................3,700 KGS/8,157 LBS
PAYLOAD: ..............................26,780 KGS/59,039 LBS
LASHING: ................................3 PER POST; 8 PER RAIL
TARP:......................................18 OZ. PER SQUARE YARD/500 GRAMS PER SQUARE METER

WATER PROOF TARP WITH GALVANIZED GROMMETS

TAL 40’ OPEN TOPS
NOMINAL SPECIFICATIONS*

TAL COLLAPSIBLE FLATRACKS

40’ TOP RAIL
PROFILE

20’ TOP RAIL
PROFILE
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LARGEST “CUBE” TO FIT IN BETWEEN POSTS AND PANELS

LARGEST “CUBE” TO FIT ACROSS DECK AND BETWEEN END POSTS

L=L1

L=L6

L6

L8

L1

H=H3

H3

H=H3

W=W7

H4H5W10

H9

W2
W7

W11

W=W2

H12
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*SPECIFICATIONS MAY VARY PER UNIT. EXACT DIMENSIONS ARE AVAILABLE ON WWW.TALINTERNATIONAL.COM*SPECIFICATIONS MAY VARY PER UNIT. EXACT DIMENSIONS ARE AVAILABLE ON WWW.TALINTERNATIONAL.COM*SPECIFICATIONS MAY VARY PER UNIT. EXACT DIMENSIONS ARE AVAILABLE ON WWW.TALINTERNATIONAL.COM
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SAFETY, QUALITY AND SECURITY FOR YOUR CARGO • THE RIGHT CONTAINER AT THE RIGHT PLACE AT THE RIGHT TIME
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